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The Brighton & Hove (Property) Standard 
 

 
1. Introduction 
 
1.1. The Brighton & Hove Standard is a quality standard for Brighton & Hove City 

Council homes developed in consultation with Brighton & Hove City Council 
tenants.  It is based on the government’s Decent Homes Standard, with additional 
items agreed in consultation with our tenants to meet tenants’ local priorities.   

 
1.2. The government’s Decent Homes Standard is defined in “A Decent Home: 

Definition and guidance for implementation” June 2006 update, published by the 
Department for Communities and Local Government. This guidance reflects the 
Housing Health and Safety Rating System June 2006.  

 
1.3. The Brighton & Hove Standard means all  of our homes will meet the following 

agreed criteria: 
 

 It meets the current statutory minimum standard for housing 
 It is in a reasonable state of repair 
 It has reasonably modern facilities and services 
 It provides a reasonable degree of thermal comfort 
 It includes the items agreed in consultation with tenants 

 
1.4. These criteria are detailed in sections 2 - 6 below. 
 
 
2.  It meets the current statutory minimum standard for housing 
 
2.1. The Housing Health and Safety Rating System June 2006 contains the hazards in 

a home that are assessed as serious (category 1). These include fire safety, 
excess cold and serious trip hazards.  All Category 1 hazards will be assessed 
with action taken to reduce the hazard or remove it unless the expense of doing 
so is uneconomic or the disruption to residents is disproportionate to the hazard. 

 
2.2. A home that meets the Brighton & Hove Standard will be free of all category 1 

hazards.  
 
 
3. It is in a reasonable state of repair 
 
3.1. The Brighton & Hove Standard requires the key building components of a 

home to be reasonably modern or in a condition that means that they do not need 
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replacing or immediate major repair.  Each of the components has a different 
estimated life time that is set out in government guidelines. 

 
3.2. Key components that pass the standard can be old but in good condition or in 

poor condition but not old.  For example, if a roof is old but only needs minor 
repairs, then it can still meet the Brighton & Hove Standard.  However, if the roof 
is old and needs major repair then it will need to be replaced to meet the 
standard.   

 
3.3. Key components include:   
 

 External Walls structure and finish 
 Roof Structure and finishes 
 Chimneys 
 Windows 
 External Doors 
 Boilers 
 Electrical Systems 
 Plumbing (cold water storage/distribution) 

 
3.4. Homes that meet the Brighton & Hove Standard will be weather tight and water 

tight.  There will be no visible or apparent signs of significant defects or damage 
to the roof structure and coverings, chimney, flashings, gutters, downpipes, 
rendering, tile hanging, brickwork, lintels or other structural components, which 
may impair the safety of the home, the residents or members of the public. 

 
3.5. Windows will fit properly to prevent water penetration and be in reasonable 

condition.  Timber windows will be free of any rot or decay and be able to open 
and close with ease.  Draught strips will be provided where necessary.   

 
3.6. Glazing will be free of cracks and chips with the putty and beading in place.  

Faulty glass will be replaced with visibly marked laminated safety glass that 
meets current British Standards.  Windows that are over 30 years old and in poor 
condition will fail the Brighton & Hove Standard.   If windows are replaced then 
they will meet the agreed specification, which is stated in appendix 1. 

 
3.7. External front and rear doors and frames will be free of any rot or decay, hung 

correctly to prevent water penetration and allow ease of opening and closing 
without an undue draught.  Good quality draught strips will be provided where 
necessary.  Any glazing will be free of cracks and chips with the putty and 
beading in place.  Faulty or ordinary float glass will be replaced with visibly 
marked laminated safety glass.   

 
3.8. External doors will have a five lever mortise lock that complies with BS 3621.  If a 

mortise lock can’t be fitted to the rear entrance door then a latch will be provided 
and secured internally with two barrel bolts. Existing front and rear access doors 
will be replaced where they do not have a security rating to BS5750/PAS24.   

 
3.9. If an external door is replaced then it will meet the agreed specification that is 

stated in appendix 1.  Tenants will be given a range of choices regarding the style 
and finish (e.g. colour) of their new door. 
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3.10. A boiler will be under 15 years old or, if it is older than this, in a reasonable 
condition, and not requiring major repair.  If a new boiler is installed then the 
vertical pipes can be boxed in if required.  All gas boilers are serviced on an 
annual basis to ensure that they are working safely and efficiently. 

 
3.11. All electrical systems will be safe.  If a system, or parts of a system, fail to meet 

this standard then it will be replaced.  New installations will comply with BS7671 
and include the works specified in appendix 2.    

 
3.12. The plumbing will be in reasonable condition.  The bath/shower, WC, wash hand 

basin and kitchen sink will have direct mains cold water supply or indirect supply 
from the cold water storage tank.  There will be a means of heating the water and 
supplying hot water to the sink, wash hand basin and bath/shower. 

 
3.13. All cold water supply pipes outside of the home will be lagged to prevent freezing 

and a cover will be fitted to the cold water storage tank.  This will comply with 
Water Bylaw 30 or be adequate for the age and design of the tank. 

 
3.14. The WC flush will work fully and the water level control valve will be in reasonable 

condition and properly adjusted.  If a WC water inlet valve needs to be replaced 
then a ball valve service valve will be provided where practical. 

 
3.15. The Brighton & Hove Standard requires all taps to be in good working order.  If a 

tap needs replacement then it will be replaced as a pair with ball valve service 
valves provided if practical.  Waste pipes will not leak and will be free running.   

 
3.16. The Brighton & Hove Standard can not be met if two or more of the other 

building components are old and need replacing or require immediate major 
repair.   

 
3.17. Other building components include: 
 

 Kitchen 
 Bathroom 
 Heating distribution system 

 
3.18. A kitchen meets the Brighton & Hove Standard if it is less than 30 years old and 

in reasonable condition.  This assessment is based on standards that have been 
agreed with the council’s partner, Mears Group.  If a new kitchen is required then 
it will meet the approved specification that is stated in appendix 3.  The tenant will 
have a choice of cupboard fronts, worktops, floor covering and ceramic tiles and 
be involved in designing the kitchen where practical. 

 
3.19. A bathroom that is under 40 years old and in reasonable condition meets the 

Brighton & Hove Standard.  If a bathroom needs replacement then it will meet the 
agreed specification that is stated in appendix 4. 

 
3.20. The heating distribution system will be sufficient to provide a reasonable level 

of heating in the home.  The heating outlets will be safe and fully functional.  They 
will be in reasonable condition and free from excessive distortion and corrosion. If 
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replacement units are required then they will match the existing units. The 
estimated life of a heating distribution system is 30 years 

 
 
4. It has reasonably modern facilities and services 
 
4.1. In some circumstances properties may meet the conditions above and still fail the 

standard.  This is where properties fail under the separate ‘reasonable modern’ 
criteria.  This criteria means that a home fails if it is lacking three of the following 
items:   

 
 A kitchen which is 20 years old or less 
 A kitchen with adequate space and layout 
 A bathroom which is 30 years old or less 
 An appropriately located bathroom and WC 
 Adequate external noise insulation 
 Adequate size and layout of common entrance areas for blocks of flats 

  
4.2. A home lacking two or fewer of the above still meets the Brighton & Hove 

Standard, which means that kitchens and bathrooms will not be modernised if a 
home meets the remaining criteria.   

 
4.3. A kitchen with adequate space and layout is one that has enough room to 

contain necessary items (sink, cupboards, cooker space, work tops etc) 
appropriate to the size of the home.  The storage requirements set out in 
appendix 3 is used to consider whether a kitchen provides adequate space. 

 
4.4. An appropriately located bathroom and WC is one where the main bathroom 

or WC isn’t located in a bedroom or accessed through a bedroom (unless the 
bedroom isn’t used or the property is for a single person).  A WC should be inside 
and on the same floor as the nearest wash hand basin.  If the main WC does not 
have a wash hand basin but is on the same floor as the bathroom it will meet the 
standard.  If a WC without a wash hand basin opens into a kitchen in an 
inappropriate area, for example the food preparation area, then consideration will 
be given to installing a wash hand basin in the WC or moving the food 
preparation area. 

 
4.5. Inadequate insulation against external noise is where there are significant 

problems with, for example, traffic or factory noise.  Reasonable insulation from 
acoustic glazing should be in line with the current building regulations. 

 
4.6. Adequate size and layout of common areas to blocks of flats are areas that 

have enough room to move easily without narrow access ways with awkward 
corners and turnings, steep staircases, inadequate landings, no handrails and low 
head room.  Physical or planning restrictions may mean that the improvements 
required are challenging or impossible to undertake.  In these situations the best 
possible solution will be developed in consultation with the appropriate agency.   
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5. It provides a reasonable degree of thermal comfort 
 
5.1. The Brighton & Hove Standard requires a home to have effective insulation and 

efficient heating.  
 
5.2. Efficient heating is defined as any of the following: 
 

 gas or oil programmable central heating 
 warm air systems 
 under floor systems 
 storage heaters 
 programmable LPG/ solid fuel central heating 
 similarly efficient heating systems developed in the future 

 
5.3. Programmable heating is where the timing and temperature of the heating can be 

controlled by the residents.  Homes with gas or oil programmable heating will 
have cavity wall insulation where possible or at least 50mm of loft insulation if 
there’s a loft.  If possible, at least 200mm of loft insulation or cavity wall insulation 
is required for homes heated by electric storage heaters or programmable LPG/ 
solid fuel central heating. 

 
5.4. Improving the energy efficiency of a home is a key aim when there is an upgrade 

or replacement to the communal parts of a property such as lift, communal 
heating or lighting replacement works.    

 
 
6. It includes the items agreed in consultation with tenants 
 
6.1. The Brighton & Hove Standard is a quality standard for Brighton & Hove City 

Council homes.  It is based on the government’s Decent Homes Standard and 
incorporates the additional items that have been developed in consultation with 
tenants.  These items are contained throughout the Brighton & Hove Standard. 

 
6.2. Further items include: 
 

 Additional electrical sockets in the kitchen 
 Choice of kitchen units and work tops 
 Tiling for wall areas between the work top and wall units in the kitchen 
 Choice of style and finish of external doors 
 Common way lighting upgraded to energy efficient lights when rewiring 
 Installation of hard wired smoke alarms 
 Vertical pipes boxed in with new boiler installations 
 Choice of tiles and flooring in new bathroom installations 
 Tiling for wall areas around the bath in the bathroom 
 A tiled splash back for wash hand basins 
 Redecorations to bathrooms and kitchens after new installations 

 
 
6.3. The Brighton & Hove Standard will be reviewed regularly, as deemed appropriate, 

in consultation with tenants and the council’s partners.  This will ensure that it 
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remains current and continues to meet the local priorities of Brighton & Hove City 
Council tenants.   
 

7. Disabled Adaptations 
 
7.1 Where a current tenant has had a substantial adaptation carried out to the kitchen 

or bathroom (for example a wet room or level access shower) this is not taken 
into account when assessing whether the property should have a kitchen or 
bathroom replacement. 
 

7.2 In practice this means that if the bathroom was substantially adapted and the 
kitchen was old and in poor condition (meaning it fails the governments age and 
condition tests) then the kitchen would be replaced under the council’s investment 
programme.  
 

8. Tenant Alterations 
 

8.1 Where a current tenant has installed their own kitchen or bathroom, the other 
room will be modernised by the council, if it is old or in disrepair (as per the age 
and condition requirements detailed above).
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Appendix 1 
 
The Brighton & Hove standard specification for new windows and doors 
 
 
1. Ironmongery 
 
Generally all hinges, stays, locks, espagnolettes and similar functional ironmongery will 
be of austenitic stainless steel grade 304.  Fixings to be austenitic stainless steel grade 
302 / 304. 
 
2. Windows 
 
Generally all existing windows (except where PVC-u frames and double glazed units 
exist) will be replaced with double glazed PVC-u frames. 
 
New windows will be internally glazed for security.  All frames and double glazed units 
will be specified to current British Standards and will be designed to meet the 
requirements of the current Building Regulations with lockable window fasteners to all 
ground floor casements. 

 
Generally (not always applicable on blocks of flats) all new windows at first floor level 
and above shall allow for fire egress from habitable rooms only.  These windows shall be 
fitted with safety catches or restrictors to ensure safety considerations are met. 

 
Where internal access to windows is restricted by basins, sinks or kitchen units, the 
design of the frame will cater for the handle/locking mechanism to be located as low as 
possible to the window sill to assist tenants in the opening/closing operation.  In certain 
circumstances top hung frames may be fitted to accommodate handles at sill level. 
 
All windows will be supplied with two keys, which will be given to the tenant on 
completion of the window installation.  Spare keys are to be easily available for 
replacement of lost keys. 
 
3. External Doors 

 
Existing front and rear access doors to homes will be replaced where they do not meet 
the relevant part of the standard, or are likely to require replacing within the next 5 years.  
The new replacement doors are to be composite GRP doors complete with frame and 
security ironmongery.  New composite security door and frames will incorporate double 
glazed apertures (with laminated safety glass).  
 
A secure locking system will be included and the doors will be hung on three heavy duty 
hinges.  Principle access doors will be fitted with double draught proofed letter plates, 
spy-hole viewer, security chain and low-level threshold, where required. 
 
Entrance doors to flats from communal landings will take account of appropriate fire 
regulations 
 
All external doors to blocks shall be fitted with automatic closers set to ensure that doors 
return to their secure closed state after use.  Designs should take account of inclement 
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weather such as strong winds and the difficulties users may experience in their 
operation. 
 
4. Ventilation 
 
Closeable trickle ventilation will be provided to windows and doors, where appropriate. 
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Appendix 2 
 
The Brighton & Hove standard specification for new electrical installations 
 
 
Lighting and power within a  property will either be rewired or upgraded as necessary to 
comply with the current Edition IEE regulations (BS 7671).   
 
1. Sockets 
 
If a full or partial rewire is required then the number of sockets will be increased to 
include the following minimum provision: 
 
Bedrooms: 3 double sockets 
Bathroom: fitted with shaver socket 
Hall:  1 double socket 
Landing: 1 double socket 
Kitchen: 1 7kw cooker point with combined 13 amp single socket, 3 double sockets 

& 1 single socket for both a fridge/freezer and washing machine  
Living room: 4 double sockets 
Dining room: 2 double sockets 
 
All sockets will be double other than in kitchens where single sockets may be installed to 
serve individual appliances depending upon the kitchen layout.  All sockets will be 
switched or controlled by a remote double pole switch. 
 
2. Lighting and Switches 
 
If a full or partial rewire is required then the following lighting and switching 
arrangements will be adopted:   
 
Rooms with one entrance point will have one way switching 
Rooms with two entrance points will have two way switching 
2 gang switches to be provided where appropriate 
Low energy external lights to be switched from internal positions alongside the front and 
back door 
 
Standard rose and bayonet fittings will be used with the following variations: 
 
Kitchen: energy saving light fitting 
External: vandal resistant low energy bulk head lights will be supplied and fitted to 
  the principal entrance door position switched from inside the property 
Bathroom: sealed low energy fitting controlled by a pull switch within the bathroom 
 
Accessory heights and locations will conform to building regulation requirements where 
reasonably possible and take account of individual tenants’ specific needs. 
 
If any of the tenant’s fittings are found to be unsafe during a rewire then they will be 
disconnected and the tenant informed.  Safe fittings may be refitted. 
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3. Smoke Alarm 
 
During a full rewire, each home is fitted with a smoke alarm on each floor level of the 
property.  This will be hard wired with a non-removable battery backup. 
 
4. Finishes 

 
Cabling works within individual properties must be chased into the walls beneath the 
plaster.  Under certain exceptional circumstances (for instance solid concrete floors in 
blocks of flats) it may not be possible to chase in cabling and under these circumstances 
surface mounted mini-trunking may be used with the proviso that this will be kept to an 
absolute minimum. 
 
5. Communal Areas 

 
The following will be provided where appropriate to communal areas within blocks of 
flats: 

A door entry system will have an audio entry system from the external point of access, 
which links to a handset and door release in each flat.    

Communal lighting, when replaced, will be on a timed system that is controlled by PIR 
sensors with key override switches, wherever possible. 

Communal areas will have emergency lighting installations. 

A smoke alarm to each landing and a fire alarm system to the block will be provided 
where required. 

A hearing loop, where required, to communal lounges in sheltered housing schemes and 
community meeting rooms within HRA properties. 
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Appendix 3 
 
The Brighton & Hove standard specification for new installations of kitchens 
 
 
1. Unit 

 
BSI kite marked to Bs 6222: part 2: 1997 Level “H” 
Carcase to BS EN 312 Type P5 
 
2. Storage and layout requirements 

 
The design of the kitchen layout will be agreed with the tenant before the work is 
undertaken.  A minimum of four colour combination choices will be offered covering 
cupboard fronts, worktops, floor coverings and ceramic tiling.   
 
The government’s recommendations for space will be met where possible:   
 
Kitchens of less than 5m2 to have 7m3 of storage with 1200mm of units 
Kitchens over 5m2 but less than 10m2 to have 2.0m3 of storage with 1600mm of units 

Kitchens over 10m2 to have 2.3m3 of storage with 2700mm of units 
 
All units will be accessible base units comprising of a mixture of wall, floor and larder 
units as appropriate.  600mm deep units will be fitted as standard. 
 
Kitchens that have pantries and/or larders will have them retained wherever practicable 
with the storage they provide included in the storage calculations. 
 
All kitchen layouts will include spaces for: 

 a fridge/freezer space of 620mm minimum 

 a free standing cooker space of 620mm minimum with gas and electric 
connections and cooker restraint chain.   

 a washing machine space of 600mm minimum with plumbing and electrical 
connections provided wherever possible 

 existing dishwashers and tumble dryers will be accommodated within the 
layout wherever possible  subject to agreement from the tenant, as each 
appliance will be counted as a 600mm base unit which will reduce the storage 
space 

 
There will be an inset one bowl stainless steel sink with a right or left hand drainer.  It will 
be fitted with a chrome finish monobloc ¼ turn mixer tap.  Where required, a spreader 
plate will be used to ensure the tap installation is sturdy. 
 
36mm thick worktops will be installed with at least one continuous run of 1000mm 
worktop provided and a maximum of 3000mm. 
 
3. Tiling 
 
Three rows of 150x150mm glazed edge ceramic tiles will be fitted between the worktops 
and wall units as appropriate.  Tiling will be taken down to the floor level behind the 
cooker space and where openings for appliances are provided. 
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4. Electrical 

 
The existing electrical installation is inspected and tested by an approved contractor 
registered by the NICEIC. 
 
The following sockets will be provided unless further electrical works are required to 
enable additional sockets to be spurred from the existing: 
 

 One 7Kw cooker point with combined single 13 amp single switched socket 

 Three double switched socket outlets above the worktop 

 One single socket outlet for each appliance installed under the worktop with a 
switch spur for control above the work top  

 Lighting shall be provided by an energy saving light fitting. 
 
Electrical works shall be carried out in accordance with the 17th Edition of the IEE 
Regulations. 
 
5. Plumbing 
 
Disconnecting, rerouting and reconnecting all hot, cold and waste water pipes as 
necessary to the new kitchen sink taps and washing machines positions is allowed.  
 
Full bore quarter turn ball valves with appropriate blue and red tee handles will be used 
to isolate all services and taps. 

 
The existing sink and washing machine wastes will be reused where possible. If not 
possible, the existing will be removed and a 38mm diameter plastic pipe work will be 
rerun to the existing stack/outlet.  A 76 mm bottle trap will be fitted to the sink waste and 
washing machine trap/waste pipe.  Necessary connections and rodding eyes will be 
provided to give access to all parts of the pipe runs. 

 
New stopcocks will be provided and fixed to isolate the rising main and cold water 
supply to the sink. 

 
Plastic cover plugs will be supplied and fitted around the pipe work that penetrates the 
work top in order to seal the gaps.  
 
6. Flooring 

 
New floor covering will be laid on suitable backing.  The floor covering will be sheet vinyl 
with welded seams.  It will be fitted continuously under all kitchen units and appliances 
to ensure a fully watertight solution and prevent water egress.   
 
The flooring will conform to the European norm for safety flooring EN 13845. 
 
7. Ventilation 

 
If a serviceable extractor fan exists it will be serviced and retained.  If it needs to be 
replaced, or a new one installed, then a wall mounted extract fan with humidistat control 
and heat recovery will be provided. 
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8. Decorations 
 
Walls and ceilings affected by the works will be prepared and painted with emulsion. 
 
Joinery affected by the works will be prepared and painted with gloss.
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Appendix 4 
 
The Brighton & Hove standard specification for new installations of bathrooms 
 
If tenants need a major adaptation then an Occupational Therapist should be involved to 
make an assessment of need. 
 
 
1. Suite 
 
Generally sanitary fittings will be white and consist of: 
 

 bath and fittings which includes a shower mixer tap if there isn’t a separate 
shower  

 side and end bath panels as appropriate 

 WC /cistern and fittings which includes seat and cover 

 wash hand basin and fittings 
 
All WCs and WC suites will fully conform to EN997:2003 Class 2. 
 
Baths will be 1700 mm long wherever practicable.  Dependent upon the dimensions of 
the bathroom, shorter baths may be utilised. Side and end panels will be fitted to the 
bath as appropriate. 
 
An ‘L’ shaped curtain track and shower curtain will be installed if there is a shower above 
the bath.  These pieces of equipment will be gifted to the tenant on completion of the 
works, which means the tenant retains all responsibility for the maintenance of the items. 

 
2. Furniture 

 
All wash basins will be fitted with a pair of quarter turn leaver arm taps with flow 
restrictors with non drip valves.   
 
If an over bath electric shower exists then the wiring and plumbing will be checked and 
renewed as necessary to current standards.  If it is found to be unsafe then it will be 
disconnected and replaced with an over bath mixer unit.    
 
3. Tiling 
 
Three rows of 150x150mm ceramic tiles will be fitted as a splash back around the bath 
sealed with proprietary sealant.  One row of 150x150mm ceramic tiles will be fitted as a 
splash back to the wash hand basin.   
 
If a shower is fitted over the bath then the tiling will extend so as to provide adequate 
coverage for normal shower use.  Shower enclosures will be fully tiled. 
 
Tenants will be given a selection of tile colours to choose from. 
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4. Light fitting 
 

A low energy, ceiling mounted, sealed light fitting IP65 will be installed, which will be 
operated by a pull cord.    
 
5. Flooring 

 
Floor covering will be sheet vinyl flooring that conforms to the European Norm for safety 
flooring EN 13845.  Tenants will be given a selection of floor colours to choose from. 
 
Raised skirting will be used. 

 
6. Ventilation 

 
If a serviceable extractor fan exists it will be serviced and retained. If it needs to be 
replaced, or a new one installed, then a wall mounted extract fan with humidistat control 
and heat recovery will be provided. 

 
7. Decorations 

 
Walls and ceilings affected by the works will be prepared and painted with magnolia or 
white vinyl emulsion. 
 
Joinery affected by the works will be prepared and painted with gloss. 
 
 
 

 


